
Pressure sensors with display 

PS 500 series - Rotatable version and fl exible process connection
7

PS500 series – For hydraulic and pneumatic applications

The PS500 sensors operate with ceramic 
measuring cells. Through pressure exert-
ed on the ceramics a proportional signal 
is created and then electronically pro-
cessed. Depending on the sensor version, 
the processed signal is either provided at 
a switching or an analog output. IO-Link 
communication is integrated as a stan-
dard. A rotatable sensor body, a large 
number of available thread types and an 
accuracy of 0.5% f.s. guarantee highest 
mounting fl exibility and a save integra-
tion in the process.

Properties

Design

Cylindrical design, 
rotatable by 360°, with 
display

Measuring ranges

-1…600 bar relative and 
0…25 bar absolute

�

��

�

Electrical versions

IO-Link capable, dual-
channel, switching, cur-
rent or voltage output

Electrical connections

4-pin M12 x 1 plug con-
nection

Mechanical 
connections

G1/4“, 1/4“ NPT, R1/4“ 
male or female thread, 
7/16“ UNF and G1/2“ 
male thread

Special features

Fail-safe three-key 
operation, VDMA menu 
guide (optional), IP67

Features

 ■ IO-Link capable
 ■ Sensor rotatable by 360°
 ■ 4-digit 7-segment display
 ■ Measuring range -1…600 bar relative 

pressure
 ■ Measuring range 0…25 bar absolute 

pressure
 ■ Stainless steel housing
 ■ Permanent display of pressure (bar, 

psi, kPa, MPa, misc)
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 G1/4“  – Female – 2 switching outputs

General data

Operating voltage 15…30 VDC Temperature coeffi  cient 

zero point Tk0

0.15% of full scale / 10 K

Protection type and class IP67 / III Temperature coeffi  cient 

span TkS

0.15% of full scale / 10 K

Output 1 (PIN 4) switching output or IO-Link 

mode

Medium temperature -40…85 °C

Output 2 (PIN 2) switching output Ambient temperature -40…80 °C

Output function ©/¨ , pnp/npn Housing material stainless-steel/

plastic, 1.4305 (AISI 303)/PC

Switching point accuracy 0.5 % of full scale material pressure 

element

ceramics Al2O3

Repeatability 0.1 % of full scale Sealing material FPM

Switching frequency 180 Hz Electrical connection connector, M12 x 1

Response time 3 ms Mechanical connection G 1/4‘‘ female thread

Types and data – selection table

Type Measuring range Admissible overpressure

PS001R-501-2UPN8X-H1141 0…1 bar rel. 3 bar w095 d464

PS001V-501-2UPN8X-H1141 -1…1 bar rel. 3 bar w095 d464

PS01VR-501-2UPN8X-H1141 -1…0 bar rel. 3 bar w095 d464

PS001A-501-2UPN8X-H1141 0…1 bar abs.  3 bar w095 d464

PS003V-501-2UPN8X-H1141 -1…2.5 bar rel. 7 bar w095 d464

PS003A-501-2UPN8X-H1141 0…2.5 bar abs.  7 bar w095 d464

PS010V-501-2UPN8X-H1141 -1…10 bar rel. 25 bar w095 d464

PS010A-501-2UPN8X-H1141 0…10 bar abs.  25 bar w095 d464

PS016V-501-2UPN8X-H1141 -1…16 bar rel. 40 bar w095 d464

PS016A-501-2UPN8X-H1141 0…16 bar abs.  40 bar w095 d464

PS025V-501-2UPN8X-H1141 -1…25 bar rel. 65 bar w095 d464

PS025A-501-2UPN8X-H1141 0…25 bar abs.  65 bar w095 d464

PS040V-501-2UPN8X-H1141 -1…40 bar rel. 100 bar w095 d464

PS100R-501-2UPN8X-H1141 0…100 bar rel. 250 bar w095 d464

PS250R-501-2UPN8X-H1141 0…250 bar rel. 625 bar w095 d464

PS400R-501-2UPN8X-H1141 0…400 bar rel. 900 bar w095 d464

PS600R-501-2UPN8X-H1141 0…600 bar rel. 900 bar w095 d464

 

w   Wiring diagrams on page 832 ff   d   Dimension drawing on page  842 ff    a   Accessories on page 772 ff 
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G1/4“ – Female – 1 switching and 1 current output

General data

Operating voltage 18…30 VDC Response time 3 ms

Protection type and class IP67 / III Temperature coeffi  cient 

zero point Tk0

0.15% of full scale / 10 K

Output 1 (PIN 4) switching output or IO-Link 

mode

Temperature coeffi  cient 

span TkS

0.15% of full scale / 10 K

Output 2 (PIN 2) analog or switching output Medium temperature -40…85 °C

Output function ©/¨ , pnp/npn Ambient temperature -40…80 °C

Switching point accuracy 0.5 % of full scale Housing material stainless-steel/

plastic, 1.4305 (AISI 303)/PC

Repeatability 0.1 % of full scale material pressure 

element

ceramics Al2O3

Switching frequency 180 Hz Sealing material FPM

Operating range 4…20/ 0…20/ 20…4/ 

20… 0 mA

Electrical connection connector, M12 x 1

Accuracy (Lin. + Hys. + 

Rep.)

0.5% of fi nal value BSL Mechanical connection G 1/4‘‘ female thread

Types and data – selection table

Type Measuring range Admissible overpressure

PS001A-501-LI2UPN8X-H1141 0…1 bar abs.  3 bar w096 d464

PS001V-501-LI2UPN8X-H1141 -1…1 bar rel. 3 bar w096 d464

PS01VR-501-LI2UPN8X-H1141 -1…0 bar rel. 3 bar w096 d464

PS001R-501-LI2UPN8X-H1141 0…1 bar rel. 3 bar w096 d464

PS003A-501-LI2UPN8X-H1141 0…2.5 bar abs.  7 bar w096 d464

PS003V-501-LI2UPN8X-H1141 -1…2.5 bar rel. 7 bar w096 d464

PS010A-501-LI2UPN8X-H1141 0…10 bar abs.  25 bar w096 d464

PS010V-501-LI2UPN8X-H1141 -1…10 bar rel. 25 bar w096 d464

PS016A-501-LI2UPN8X-H1141 0…16 bar abs.  40 bar w096 d464

PS016V-501-LI2UPN8X-H1141 -1…16 bar rel. 40 bar w096 d464

PS025A-501-LI2UPN8X-H1141 0…25 bar abs.  65 bar w096 d464

PS025V-501-LI2UPN8X-H1141 -1…25 bar rel. 65 bar w096 d464

PS040V-501-LI2UPN8X-H1141 -1…40 bar rel. 100 bar w096 d464

PS100R-501-LI2UPN8X-H1141 0…100 bar rel. 250 bar w096 d464

PS250R-501-LI2UPN8X-H1141 0…250 bar rel. 625 bar w096 d464

PS600R-501-LI2UPN8X-H1141 0…600 bar rel. 900 bar w096 d464

PS400R-501-LI2UPN8X-H1141 0…400 bar rel. 900 bar w096 d464
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G1/4“ – Female – 1 switching and 1 voltage output

General data

Operating voltage 18…30 VDC Response time 3 ms

Protection type and class IP67 / III Temperature coeffi  cient 

zero point Tk0

0.15% of full scale / 10 K

Output 1 (PIN 4) switching output or IO-Link 

mode

Temperature coeffi  cient 

span TkS

0.15% of full scale / 10 K

Output 2 (PIN 2) analogue output Medium temperature -40…85 °C

Output function ©/¨ , pnp/npn Ambient temperature -40…80 °C

Switching point accuracy 0.5 % of full scale Housing material stainless-steel/

plastic, 1.4305 (AISI 303)/PC

Repeatability 0.1 % of full scale material pressure 

element

ceramics Al2O3

Switching frequency 180 Hz Sealing material FPM

Voltage output, program-

mable

0…10 V/0…5 V/

1…6 V/10…0 V/

5…0 V/6…1 V

Electrical connection connector, M12 x 1

Accuracy (Lin. + Hys. + 

Rep.)

0.5% of fi nal value BSL Mechanical connection G 1/4‘‘ female thread

Types and data – selection table

Type Measuring range Admissible overpressure

PS001A-501-LUUPN8X-H1141 0…1 bar abs.  3 bar w097 d464

PS001V-501-LUUPN8X-H1141 -1…1 bar rel. 3 bar w097 d464

PS01VR-501-LUUPN8X-H1141 -1…0 bar rel. 3 bar w097 d464

PS001R-501-LUUPN8X-H1141 0…1 bar rel. 3 bar w097 d464

PS003A-501-LUUPN8X-H1141 0…2.5 bar abs.  7 bar w097 d464

PS003V-501-LUUPN8X-H1141 -1…2.5 bar rel. 7 bar w097 d464

PS010A-501-LUUPN8X-H1141 0…10 bar abs.  25 bar w097 d464

PS010V-501-LUUPN8X-H1141 -1…10 bar rel. 25 bar w097 d464

PS016A-501-LUUPN8X-H1141 0…16 bar abs.  40 bar w097 d464

PS016V-501-LUUPN8X-H1141 -1…16 bar rel. 40 bar w097 d464

PS025A-501-LUUPN8X-H1141 0…25 bar abs.  65 bar w097 d464

PS025V-501-LUUPN8X-H1141 -1…25 bar rel. 65 bar w097 d464

PS040V-501-LUUPN8X-H1141 -1…40 bar rel. 100 bar w097 d464

PS100R-501-LUUPN8X-H1141 0…100 bar rel. 250 bar w097 d464

PS250R-501-LUUPN8X-H1141 0…250 bar rel. 625 bar w097 d464

PS600R-501-LUUPN8X-H1141 0…600 bar rel. 900 bar w097 d464

PS400R-501-LUUPN8X-H1141 0…400 bar rel. 900 bar w097 d464

 

w   Wiring diagrams on page 832 ff   d   Dimension drawing on page  842 ff    a   Accessories on page 772 ff 
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1/4“ NPT – Female – 2 switching outputs

General data

Operating voltage 15…30 VDC Temperature coeffi  cient 

zero point Tk0

0.15% of full scale / 10 K

Protection type and class IP67 / III Temperature coeffi  cient 

span TkS

0.15% of full scale / 10 K

Output 1 (PIN 4) switching output or IO-Link 

mode

Medium temperature -40…85 °C

Output 2 (PIN 2) switching output Ambient temperature -40…80 °C

Output function ©/¨ , pnp/npn Housing material stainless-steel/

plastic, 1.4305 (AISI 303)/PC

Switching point accuracy 0.5 % of full scale material pressure 

element

ceramics Al2O3

Repeatability 0.1 % of full scale Sealing material FPM

Switching frequency 180 Hz Electrical connection connector, M12 x 1

Response time 3 ms Mechanical connection NPT1/4‘‘ - 18 female threads

Types and data – selection table

Type Measuring range Admissible overpressure

PS001R-502-2UPN8X-H1141 0…1 bar rel. 3 bar w095 d465

PS001V-502-2UPN8X-H1141 -1…1 bar rel. 3 bar w095 d465

PS01VR-502-2UPN8X-H1141 -1…0 bar rel. 3 bar w095 d465

PS001A-502-2UPN8X-H1141 0…1 bar abs.  3 bar w095 d465

PS003V-502-2UPN8X-H1141 -1…2.5 bar rel. 7 bar w095 d465

PS003A-502-2UPN8X-H1141 0…2.5 bar abs.  7 bar w095 d465

PS010V-502-2UPN8X-H1141 -1…10 bar rel. 25 bar w095 d465

PS010A-502-2UPN8X-H1141 0…10 bar abs.  25 bar w095 d465

PS016V-502-2UPN8X-H1141 -1…16 bar rel. 40 bar w095 d465

PS016A-502-2UPN8X-H1141 0…16 bar abs.  40 bar w095 d465

PS025V-502-2UPN8X-H1141 -1…25 bar rel. 65 bar w095 d465

PS025A-502-2UPN8X-H1141 0…25 bar abs.  65 bar w095 d465

PS040V-502-2UPN8X-H1141 -1…40 bar rel. 100 bar w095 d465

PS100R-502-2UPN8X-H1141 0…100 bar rel. 250 bar w095 d465

PS250R-502-2UPN8X-H1141 0…250 bar rel. 625 bar w095 d465

PS400R-502-2UPN8X-H1141 0…400 bar rel. 900 bar w095 d465

PS600R-502-2UPN8X-H1141 0…600 bar rel. 900 bar w095 d465
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1/4“ NPT – Female – 1 switching and 1 current output

General data

Operating voltage 18…30 VDC Response time 3 ms

Protection type and class IP67 / III Temperature coeffi  cient 

zero point Tk0

0.15% of full scale / 10 K

Output 1 (PIN 4) switching output or IO-Link 

mode

Temperature coeffi  cient 

span TkS

0.15% of full scale / 10 K

Output 2 (PIN 2) analog or switching output Medium temperature -40…85 °C

Output function ©/¨ , pnp/npn Ambient temperature -40…80 °C

Switching point accuracy 0.5 % of full scale Housing material stainless-steel/

plastic, 1.4305 (AISI 303)/PC

Repeatability 0.1 % of full scale material pressure 

element

ceramics Al2O3

Switching frequency 180 Hz Sealing material FPM

Operating range 4…20/ 0…20/ 20…4/ 

20… 0 mA

Electrical connection connector, M12 x 1

Accuracy (Lin. + Hys. + 

Rep.)

0.5% of fi nal value BSL Mechanical connection NPT1/4‘‘ - 18 female threads

Types and data – selection table

Type Measuring range Admissible overpressure

PS001A-502-LI2UPN8X-H1141 0…1 bar abs.  3 bar w096 d465

PS001V-502-LI2UPN8X-H1141 -1…1 bar rel. 3 bar w096 d465

PS01VR-502-LI2UPN8X-H1141 -1…0 bar rel. 3 bar w096 d465

PS001R-502-LI2UPN8X-H1141 0…1 bar rel. 3 bar w096 d465

PS003A-502-LI2UPN8X-H1141 0…2.5 bar abs.  7 bar w096 d465

PS003V-502-LI2UPN8X-H1141 -1…2.5 bar rel. 7 bar w096 d465

PS010A-502-LI2UPN8X-H1141 0…10 bar abs.  25 bar w096 d465

PS010V-502-LI2UPN8X-H1141 -1…10 bar rel. 25 bar w096 d465

PS016A-502-LI2UPN8X-H1141 0…16 bar abs.  40 bar w096 d465

PS016V-502-LI2UPN8X-H1141 -1…16 bar rel. 40 bar w096 d465

PS025A-502-LI2UPN8X-H1141 0…25 bar abs.  65 bar w096 d465

PS025V-502-LI2UPN8X-H1141 -1…25 bar rel. 65 bar w096 d465

PS040V-502-LI2UPN8X-H1141 -1…40 bar rel. 100 bar w096 d465

PS100R-502-LI2UPN8X-H1141 0…100 bar rel. 250 bar w096 d465

PS250R-502-LI2UPN8X-H1141 0…250 bar rel. 625 bar w096 d465

PS600R-502-LI2UPN8X-H1141 0…600 bar rel. 900 bar w096 d465

PS400R-502-LI2UPN8X-H1141 0…400 bar rel. 900 bar w096 d465

 

w   Wiring diagrams on page 832 ff   d   Dimension drawing on page  842 ff    a   Accessories on page 772 ff 
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1/4“ NPT – Female – 1 switching and 1 voltage output

General data

Operating voltage 18…30 VDC Response time 3 ms

Protection type and class IP67 / III Temperature coeffi  cient 

zero point Tk0

0.15% of full scale / 10 K

Output 1 (PIN 4) switching output or IO-Link 

mode

Temperature coeffi  cient 

span TkS

0.15% of full scale / 10 K

Output 2 (PIN 2) analogue output Medium temperature -40…85 °C

Output function ©/¨ , pnp/npn Ambient temperature -40…80 °C

Switching point accuracy 0.5 % of full scale Housing material stainless-steel/

plastic, 1.4305 (AISI 303)/PC

Repeatability 0.1 % of full scale material pressure 

element

ceramics Al2O3

Switching frequency 180 Hz Sealing material FPM

Voltage output, program-

mable

0…10 V/0…5 V/

1…6 V/10…0 V/

5…0 V/6…1 V

Electrical connection connector, M12 x 1

Accuracy (Lin. + Hys. + 

Rep.)

0.5% of fi nal value BSL Mechanical connection NPT1/4‘‘ - 18 female threads

Types and data – selection table

Type Measuring range Admissible overpressure

PS001A-502-LUUPN8X-H1141 0…1 bar abs.  3 bar w097 d465

PS001V-502-LUUPN8X-H1141 -1…1 bar rel. 3 bar w097 d465

PS001R-502-LUUPN8X-H1141 0…1 bar rel. 3 bar w097 d465

PS01VR-502-LUUPN8X-H1141 -1…0 bar rel. 3 bar w097 d465

PS003A-502-LUUPN8X-H1141 0…2.5 bar abs.  7 bar w097 d465

PS003V-502-LUUPN8X-H1141 -1…2.5 bar rel. 7 bar w097 d465

PS010A-502-LUUPN8X-H1141 0…10 bar abs.  25 bar w097 d465

PS010V-502-LUUPN8X-H1141 -1…10 bar rel. 25 bar w097 d465

PS016A-502-LUUPN8X-H1141 0…16 bar abs.  40 bar w097 d465

PS016V-502-LUUPN8X-H1141 -1…16 bar rel. 40 bar w097 d465

PS025A-502-LUUPN8X-H1141 0…25 bar abs.  65 bar w097 d465

PS025V-502-LUUPN8X-H1141 -1…25 bar rel. 65 bar w097 d465

PS040V-502-LUUPN8X-H1141 -1…40 bar rel. 100 bar w097 d465

PS100R-502-LUUPN8X-H1141 0…100 bar rel. 250 bar w097 d465

PS250R-502-LUUPN8X-H1141 0…250 bar rel. 625 bar w097 d465

PS600R-502-LUUPN8X-H1141 0…600 bar rel. 900 bar w097 d465

PS400R-502-LUUPN8X-H1141 0…400 bar rel. 900 bar w097 d465
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1/4“ NPT – Male – 2 switching outputs

General data

Operating voltage 15…30 VDC Temperature coeffi  cient 

zero point Tk0

0.15% of full scale / 10 K

Protection type and class IP67 / III Temperature coeffi  cient 

span TkS

0.15% of full scale / 10 K

Output 1 (PIN 4) switching output or IO-Link 

mode

Medium temperature -40…85 °C

Output 2 (PIN 2) switching output Ambient temperature -40…80 °C

Output function ©/¨ , pnp/npn Housing material stainless-steel/

plastic, 1.4305 (AISI 303)/PC

Switching point accuracy 0.5 % of full scale material pressure 

element

ceramics Al2O3

Repeatability 0.1 % of full scale Sealing material FPM

Switching frequency 180 Hz Electrical connection connector, M12 x 1

Response time 3 ms Mechanical connection NPT 1/4‘‘ - 18 male thread

Types and data – selection table

Type Measuring range Admissible overpressure

PS001R-503-2UPN8X-H1141 0…1 bar rel. 3 bar w095 d466

PS001V-503-2UPN8X-H1141 -1…1 bar rel. 3 bar w095 d466

PS01VR-503-2UPN8X-H1141 -1…0 bar rel. 3 bar w095 d466

PS001A-503-2UPN8X-H1141 0…1 bar abs.  3 bar w095 d466

PS003V-503-2UPN8X-H1141 -1…2.5 bar rel. 7 bar w095 d466

PS003A-503-2UPN8X-H1141 0…2.5 bar abs.  7 bar w095 d466

PS010V-503-2UPN8X-H1141 -1…10 bar rel. 25 bar w095 d466

PS010A-503-2UPN8X-H1141 0…10 bar abs.  25 bar w095 d466

PS016V-503-2UPN8X-H1141 -1…16 bar rel. 40 bar w095 d466

PS016A-503-2UPN8X-H1141 0…16 bar abs.  40 bar w095 d466

PS025V-503-2UPN8X-H1141 -1…25 bar rel. 65 bar w095 d466

PS025A-503-2UPN8X-H1141 0…25 bar abs.  65 bar w095 d466

PS040V-503-2UPN8X-H1141 -1…40 bar rel. 100 bar w095 d466

PS100R-503-2UPN8X-H1141 0…100 bar rel. 250 bar w095 d466

PS250R-503-2UPN8X-H1141 0…250 bar rel. 625 bar w095 d466

PS400R-503-2UPN8X-H1141 0…400 bar rel. 900 bar w095 d466

PS600R-503-2UPN8X-H1141 0…600 bar rel. 900 bar w095 d466

 

w   Wiring diagrams on page 832 ff   d   Dimension drawing on page  842 ff    a   Accessories on page 772 ff 
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1/4“ NPT – Male – 1 switching and 1 current output

General data

Operating voltage 18…30 VDC Response time 3 ms

Protection type and class IP67 / III Temperature coeffi  cient 

zero point Tk0

0.15% of full scale / 10 K

Output 1 (PIN 4) switching output or IO-Link 

mode

Temperature coeffi  cient 

span TkS

0.15% of full scale / 10 K

Output 2 (PIN 2) analog or switching output Medium temperature -40…85 °C

Output function ©/¨ , pnp/npn Ambient temperature -40…80 °C

Switching point accuracy 0.5 % of full scale Housing material stainless-steel/

plastic, 1.4305 (AISI 303)/PC

Repeatability 0.1 % of full scale material pressure 

element

ceramics Al2O3

Switching frequency 180 Hz Sealing material FPM

Operating range 4…20/ 0…20/ 20…4/ 

20… 0 mA

Electrical connection connector, M12 x 1

Accuracy (Lin. + Hys. + 

Rep.)

0.5% of fi nal value BSL Mechanical connection NPT 1/4‘‘ - 18 male thread

Types and data – selection table

Type Measuring range Admissible overpressure

PS001A-503-LI2UPN8X-H1141 0…1 bar abs.  3 bar w096 d466

PS001V-503-LI2UPN8X-H1141 -1…1 bar rel. 3 bar w096 d466

PS01VR-503-LI2UPN8X-H1141 -1…0 bar rel. 3 bar w096 d466

PS001R-503-LI2UPN8X-H1141 0…1 bar rel. 3 bar w096 d466

PS003A-503-LI2UPN8X-H1141 0…2.5 bar abs.  7 bar w096 d466

PS003V-503-LI2UPN8X-H1141 -1…2.5 bar rel. 7 bar w096 d466

PS010A-503-LI2UPN8X-H1141 0…10 bar abs.  25 bar w096 d466

PS010V-503-LI2UPN8X-H1141 -1…10 bar rel. 25 bar w096 d466

PS016A-503-LI2UPN8X-H1141 0…16 bar abs.  40 bar w096 d466

PS016V-503-LI2UPN8X-H1141 -1…16 bar rel. 40 bar w096 d466

PS025A-503-LI2UPN8X-H1141 0…25 bar abs.  65 bar w096 d466

PS025V-503-LI2UPN8X-H1141 -1…25 bar rel. 65 bar w096 d466

PS040V-503-LI2UPN8X-H1141 -1…40 bar rel. 100 bar w096 d466

PS100R-503-LI2UPN8X-H1141 0…100 bar rel. 250 bar w096 d466

PS250R-503-LI2UPN8X-H1141 0…250 bar rel. 625 bar w096 d466

PS600R-503-LI2UPN8X-H1141 0…600 bar rel. 900 bar w096 d466

PS400R-503-LI2UPN8X-H1141 0…400 bar rel. 900 bar w096 d466
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1/4“ NPT – Male – 1 switching and 1 voltage output

General data

Operating voltage 18…30 VDC Response time 3 ms

Protection type and class IP67 / III Temperature coeffi  cient 

zero point Tk0

0.15% of full scale / 10 K

Output 1 (PIN 4) switching output or IO-Link 

mode

Temperature coeffi  cient 

span TkS

0.15% of full scale / 10 K

Output 2 (PIN 2) analogue output Medium temperature -40…85 °C

Output function ©/¨ , pnp/npn Ambient temperature -40…80 °C

Switching point accuracy 0.5 % of full scale Housing material stainless-steel/

plastic, 1.4305 (AISI 303)/PC

Repeatability 0.1 % of full scale material pressure 

element

ceramics Al2O3

Switching frequency 180 Hz Sealing material FPM

Voltage output, program-

mable

0…10 V/0…5 V/

1…6 V/10…0 V/

5…0 V/6…1 V

Electrical connection connector, M12 x 1

Accuracy (Lin. + Hys. + 

Rep.)

0.5% of fi nal value BSL Mechanical connection NPT 1/4‘‘ - 18 male thread

Types and data – selection table

Type Measuring range Admissible overpressure

PS001A-503-LUUPN8X-H1141 0…1 bar abs.  3 bar w097 d466

PS001V-503-LUUPN8X-H1141 -1…1 bar rel. 3 bar w097 d466

PS001R-503-LUUPN8X-H1141 0…1 bar rel. 3 bar w097 d466

PS01VR-503-LUUPN8X-H1141 -1…0 bar rel. 3 bar w097 d466

PS003A-503-LUUPN8X-H1141 0…2.5 bar abs.  7 bar w097 d466

PS003V-503-LUUPN8X-H1141 -1…2.5 bar rel. 7 bar w097 d466

PS010A-503-LUUPN8X-H1141 0…10 bar abs.  25 bar w097 d466

PS010V-503-LUUPN8X-H1141 -1…10 bar rel. 25 bar w097 d466

PS016A-503-LUUPN8X-H1141 0…16 bar abs.  40 bar w097 d466

PS016V-503-LUUPN8X-H1141 -1…16 bar rel. 40 bar w097 d466

PS025A-503-LUUPN8X-H1141 0…25 bar abs.  65 bar w097 d466

PS025V-503-LUUPN8X-H1141 -1…25 bar rel. 65 bar w097 d466

PS040V-503-LUUPN8X-H1141 -1…40 bar rel. 100 bar w097 d466

PS100R-503-LUUPN8X-H1141 0…100 bar rel. 250 bar w097 d466

PS250R-503-LUUPN8X-H1141 0…250 bar rel. 625 bar w097 d466

PS600R-503-LUUPN8X-H1141 0…600 bar rel. 900 bar w097 d466

PS400R-503-LUUPN8X-H1141 0…400 bar rel. 900 bar w097 d466

 

w   Wiring diagrams on page 832 ff   d   Dimension drawing on page  842 ff    a   Accessories on page 772 ff 
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Pressure sensors with display 

PS 500 series - Rotatable version and fl exible process connection
7

G1/4“  – Male – 2 switching outputs

General data

Operating voltage 15…30 VDC Temperature coeffi  cient 

zero point Tk0

0.15% of full scale / 10 K

Protection type and class IP67 / III Temperature coeffi  cient 

span TkS

0.15% of full scale / 10 K

Output 1 (PIN 4) switching output or IO-Link 

mode

Medium temperature -40…85 °C

Output 2 (PIN 2) switching output Ambient temperature -40…80 °C

Output function ©/¨ , pnp/npn Housing material stainless-steel/

plastic, 1.4305 (AISI 303)/PC

Switching point accuracy 0.5 % of full scale material pressure 

element

ceramics Al2O3

Repeatability 0.1 % of full scale Sealing material FPM

Switching frequency 180 Hz Electrical connection connector, M12 x 1

Response time 3 ms Mechanical connection G 1/4‘‘ male thread

Types and data – selection table

Type Measuring range Admissible overpressure

PS001R-504-2UPN8X-H1141 0…1 bar rel. 3 bar w095 d467

PS001V-504-2UPN8X-H1141 -1…1 bar rel. 3 bar w095 d467

PS01VR-504-2UPN8X-H1141 -1…0 bar rel. 3 bar w095 d467

PS001A-504-2UPN8X-H1141 0…1 bar abs.  3 bar w095 d467

PS003V-504-2UPN8X-H1141 -1…2.5 bar rel. 7 bar w095 d467

PS003A-504-2UPN8X-H1141 0…2.5 bar abs.  7 bar w095 d467

PS010V-504-2UPN8X-H1141 -1…10 bar rel. 25 bar w095 d467

PS010A-504-2UPN8X-H1141 0…10 bar abs.  25 bar w095 d467

PS016V-504-2UPN8X-H1141 -1…16 bar rel. 40 bar w095 d467

PS016A-504-2UPN8X-H1141 0…16 bar abs.  40 bar w095 d467

PS025V-504-2UPN8X-H1141 -1…25 bar rel. 65 bar w095 d467

PS025A-504-2UPN8X-H1141 0…25 bar abs.  65 bar w095 d467

PS040V-504-2UPN8X-H1141 -1…40 bar rel. 100 bar w095 d467

PS100R-504-2UPN8X-H1141 0…100 bar rel. 250 bar w095 d467

PS250R-504-2UPN8X-H1141 0…250 bar rel. 625 bar w095 d467

PS400R-504-2UPN8X-H1141 0…400 bar rel. 900 bar w095 d467

PS600R-504-2UPN8X-H1141 0…600 bar rel. 900 bar w095 d467
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Pressure sensors with display 

PS 500 series - Rotatable version and fl exible process connection
7

G1/4“ – Male – 1 switching and 1 current output

General data

Operating voltage 18…30 VDC Response time 3 ms

Protection type and class IP67 / III Temperature coeffi  cient 

zero point Tk0

0.15% of full scale / 10 K

Output 1 (PIN 4) switching output or IO-Link 

mode

Temperature coeffi  cient 

span TkS

0.15% of full scale / 10 K

Output 2 (PIN 2) analog or switching output Medium temperature -40…85 °C

Output function ©/¨ , pnp/npn Ambient temperature -40…80 °C

Switching point accuracy 0.5 % of full scale Housing material stainless-steel/

plastic, 1.4305 (AISI 303)/PC

Repeatability 0.1 % of full scale material pressure 

element

ceramics Al2O3

Switching frequency 180 Hz Sealing material FPM

Operating range 4…20/ 0…20/ 20…4/ 

20… 0 mA

Electrical connection connector, M12 x 1

Accuracy (Lin. + Hys. + 

Rep.)

0.5% of fi nal value BSL Mechanical connection G 1/4‘‘ male thread

Types and data – selection table

Type Measuring range Admissible overpressure

PS001A-504-LI2UPN8X-H1141 0…1 bar abs.  3 bar w096 d467

PS001V-504-LI2UPN8X-H1141 -1…1 bar rel. 3 bar w096 d467

PS01VR-504-LI2UPN8X-H1141 -1…0 bar rel. 3 bar w096 d467

PS001R-504-LI2UPN8X-H1141 0…1 bar rel. 3 bar w096 d467

PS003A-504-LI2UPN8X-H1141 0…2.5 bar abs.  7 bar w096 d467

PS003V-504-LI2UPN8X-H1141 -1…2.5 bar rel. 7 bar w096 d467

PS010A-504-LI2UPN8X-H1141 0…10 bar abs.  25 bar w096 d467

PS010V-504-LI2UPN8X-H1141 -1…10 bar rel. 25 bar w096 d467

PS016A-504-LI2UPN8X-H1141 0…16 bar abs.  40 bar w096 d467

PS016V-504-LI2UPN8X-H1141 -1…16 bar rel. 40 bar w096 d467

PS025A-504-LI2UPN8X-H1141 0…25 bar abs.  65 bar w096 d467

PS025V-504-LI2UPN8X-H1141 -1…25 bar rel. 65 bar w096 d467

PS040V-504-LI2UPN8X-H1141 -1…40 bar rel. 100 bar w096 d467

PS100R-504-LI2UPN8X-H1141 0…100 bar rel. 250 bar w096 d467

PS250R-504-LI2UPN8X-H1141 0…250 bar rel. 625 bar w096 d467

PS600R-504-LI2UPN8X-H1141 0…600 bar rel. 900 bar w096 d467

PS400R-504-LI2UPN8X-H1141 0…400 bar rel. 900 bar w096 d467

 

w   Wiring diagrams on page 832 ff   d   Dimension drawing on page  842 ff    a   Accessories on page 772 ff 
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Pressure sensors with display 

PS 500 series - Rotatable version and fl exible process connection
7

G1/4“ – Male – 1 switching and 1 voltage output

General data

Operating voltage 18…30 VDC Response time 3 ms

Protection type and class IP67 / III Temperature coeffi  cient 

zero point Tk0

0.15% of full scale / 10 K

Output  1 (PIN 4) switching output or IO-Link 

mode

Temperature coeffi  cient 

span TkS

0.15% of full scale / 10 K

Output  2 (PIN 2) analogue output Medium temperature -40…85 °C

Output function ©/¨ , pnp/npn Ambient temperature -40…80 °C

Switching point accuracy 0.5 % of full scale Housing material stainless-steel/

plastic, 1.4305 (AISI 303)/PC

Repeatability 0.1 % of full scale material pressure 

element

ceramics Al2O3

Switching frequency 180 Hz Sealing material FPM

Voltage output, program-

mable

0…10 V/0…5 V/

1…6 V/10…0 V/

5…0 V/6…1 V

Electrical connection connector, M12 x 1

Accuracy (Lin. + Hys. + 

Rep.)

0.5% of fi nal value BSL Mechanical connection G 1/4‘‘ male thread

Types and data – selection table

Type Measuring range Admissible overpressure

PS001A-504-LUUPN8X-H1141 0…1 bar abs.  3 bar w097 d467

PS001V-504-LUUPN8X-H1141 -1…1 bar rel. 3 bar w097 d467

PS001R-504-LUUPN8X-H1141 0…1 bar rel. 3 bar w097 d467

PS01VR-504-LUUPN8X-H1141 -1…0 bar rel. 3 bar w097 d467

PS003A-504-LUUPN8X-H1141 0…2.5 bar abs.  7 bar w097 d467

PS003V-504-LUUPN8X-H1141 -1…2.5 bar rel. 7 bar w097 d467

PS010A-504-LUUPN8X-H1141 0…10 bar abs.  25 bar w097 d467

PS010V-504-LUUPN8X-H1141 -1…10 bar rel. 25 bar w097 d467

PS016A-504-LUUPN8X-H1141 0…16 bar abs.  40 bar w097 d467

PS016V-504-LUUPN8X-H1141 -1…16 bar rel. 40 bar w097 d467

PS025A-504-LUUPN8X-H1141 0…25 bar abs.  65 bar w097 d467

PS025V-504-LUUPN8X-H1141 -1…25 bar rel. 65 bar w097 d467

PS040V-504-LUUPN8X-H1141 -1…40 bar rel. 100 bar w097 d467

PS100R-504-LUUPN8X-H1141 0…100 bar rel. 250 bar w097 d467

PS250R-504-LUUPN8X-H1141 0…250 bar rel. 625 bar w097 d467

PS600R-504-LUUPN8X-H1141 0…600 bar rel. 900 bar w097 d467

PS400R-504-LUUPN8X-H1141 0…400 bar rel. 900 bar w097 d467
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Pressure sensors with display 

PS 500 series - Rotatable version and fl exible process connection
7

7/16“ UNF – Male – 2 switching outputs

General data

Operating voltage 15…30 VDC Temperature coeffi  cient 

zero point Tk0

0.15% of full scale / 10 K

Protection type and class IP67 / III Temperature coeffi  cient 

span TkS

0.15% of full scale / 10 K

Output 1 (PIN 4) switching output or IO-Link 

mode

Medium temperature -40…85 °C

Output 2 (PIN 2) switching output Ambient temperature -40…80 °C

Output function ©/¨ , pnp/npn Housing material stainless-steel/

plastic, 1.4305 (AISI 303)/PC

Switching point accuracy 0.5 % of full scale material pressure 

element

ceramics Al2O3

Repeatability 0.1 % of full scale Sealing material FPM

Switching frequency 180 Hz Electrical connection connector, M12 x 1

Response time 3 ms Mechanical connection 7/16-20 UNF

Types and data – selection table

Type Measuring range Admissible overpressure

PS001R-505-2UPN8X-H1141 0…1 bar rel. 3 bar w095 d468

PS001V-505-2UPN8X-H1141 -1…1 bar rel. 3 bar w095 d468

PS01VR-505-2UPN8X-H1141 -1…0 bar rel. 3 bar w095 d468

PS001A-505-2UPN8X-H1141 0…1 bar abs.  3 bar w095 d468

PS003V-505-2UPN8X-H1141 -1…2.5 bar rel. 7 bar w095 d468

PS003A-505-2UPN8X-H1141 0…2.5 bar abs.  7 bar w095 d468

PS010V-505-2UPN8X-H1141 -1…10 bar rel. 25 bar w095 d468

PS010A-505-2UPN8X-H1141 0…10 bar abs.  25 bar w095 d468

PS016V-505-2UPN8X-H1141 -1…16 bar rel. 40 bar w095 d468

PS016A-505-2UPN8X-H1141 0…16 bar abs.  40 bar w095 d468

PS025V-505-2UPN8X-H1141 -1…25 bar rel. 65 bar w095 d468

PS025A-505-2UPN8X-H1141 0…25 bar abs.  65 bar w095 d468

PS040V-505-2UPN8X-H1141 -1…40 bar rel. 100 bar w095 d468

PS100R-505-2UPN8X-H1141 0…100 bar rel. 250 bar w095 d468

PS250R-505-2UPN8X-H1141 0…250 bar rel. 625 bar w095 d468

PS400R-505-2UPN8X-H1141 0…400 bar rel. 900 bar w095 d468

PS600R-505-2UPN8X-H1141 0…600 bar rel. 900 bar w095 d468

 

w   Wiring diagrams on page 832 ff   d   Dimension drawing on page  842 ff    a   Accessories on page 772 ff 
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Pressure sensors with display 

PS 500 series - Rotatable version and fl exible process connection
7

7/16“ UNF – Male – 1 switching and 1 current output

General data

Operating voltage 18…30 VDC Response time 3 ms

Protection type and class IP67 / III Temperature coeffi  cient 

zero point Tk0

0.15% of full scale / 10 K

Output 1 (PIN 4) switching output or IO-Link 

mode

Temperature coeffi  cient 

span TkS

0.15% of full scale / 10 K

Output 2 (PIN 2) analog or switching output Medium temperature -40…85 °C

Output function ©/¨ , pnp/npn Ambient temperature -40…80 °C

Switching point accuracy 0.5 % of full scale Housing material stainless-steel/

plastic, 1.4305 (AISI 303)/PC

Repeatability 0.1 % of full scale material pressure 

element

ceramics Al2O3

Switching frequency 180 Hz Sealing material FPM

Operating range 4…20/ 0…20/ 20…4/ 

20… 0 mA

Electrical connection connector, M12 x 1

Accuracy (Lin. + Hys. + 

Rep.)

0.5% of fi nal value BSL Mechanical connection 7/16-20 UNF

Types and data – selection table

Type Measuring range Admissible overpressure

PS001A-505-LI2UPN8X-H1141 0…1 bar abs.  3 bar w096 d468

PS001V-505-LI2UPN8X-H1141 -1…1 bar rel. 3 bar w096 d468

PS001R-505-LI2UPN8X-H1141 0…1 bar rel. 3 bar w096 d468

PS01VR-505-LI2UPN8X-H1141 -1…0 bar rel. 3 bar w096 d468

PS003A-505-LI2UPN8X-H1141 0…2.5 bar abs.  7 bar w096 d468

PS003V-505-LI2UPN8X-H1141 -1…2.5 bar rel. 7 bar w096 d468

PS010A-505-LI2UPN8X-H1141 0…10 bar abs.  25 bar w096 d468

PS016A-505-LI2UPN8X-H1141 0…16 bar abs.  40 bar w096 d468

PS016V-505-LI2UPN8X-H1141 -1…16 bar rel. 40 bar w096 d468

PS025A-505-LI2UPN8X-H1141 0…25 bar abs.  65 bar w096 d468

PS025V-505-LI2UPN8X-H1141 -1…25 bar rel. 65 bar w096 d468

PS040V-505-LI2UPN8X-H1141 -1…40 bar rel. 100 bar w096 d468

PS100R-505-LI2UPN8X-H1141 0…100 bar rel. 250 bar w096 d468

PS250R-505-LI2UPN8X-H1141 0…250 bar rel. 625 bar w096 d468

PS600R-505-LI2UPN8X-H1141 0…600 bar rel. 900 bar w096 d468

PS400R-505-LI2UPN8X-H1141 0…400 bar rel. 900 bar w096 d468
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Pressure sensors with display 

PS 500 series - Rotatable version and fl exible process connection
7

7/16“ UNF – Male – 1 switching and 1 voltage output

General data

Operating voltage 18…30 VDC Response time 3 ms

Protection type and class IP67 / III Temperature coeffi  cient 

zero point Tk0

0.15% of full scale / 10 K

Output 1 (PIN 4) switching output or IO-Link 

mode

Temperature coeffi  cient 

span TkS

0.15% of full scale / 10 K

Output 2 (PIN 2) analogue output Medium temperature -40…85 °C

Output function ©/¨ , pnp/npn Ambient temperature -40…80 °C

Switching point accuracy 0.5 % of full scale Housing material stainless-steel/

plastic, 1.4305 (AISI 303)/PC

Repeatability 0.1 % of full scale material pressure 

element

ceramics Al2O3

Switching frequency 180 Hz Sealing material FPM

Voltage output, program-

mable

0…10 V/0…5 V/

1…6 V/10…0 V/

5…0 V/6…1 V

Electrical connection connector, M12 x 1

Accuracy (Lin. + Hys. + 

Rep.)

0.5% of fi nal value BSL Mechanical connection 7/16-20 UNF

Types and data – selection table

Type Measuring range Admissible overpressure

PS01VR-505-LUUPN8X-H1141 -1…0 bar rel. 3 bar w097 d468

PS001R-505-LUUPN8X-H1141 0…1 bar rel. 3 bar w097 d468

PS001V-505-LUUPN8X-H1141 -1…1 bar rel. 3 bar w097 d468

PS001A-505-LUUPN8X-H1141 0…1 bar abs.  3 bar w097 d468

PS003V-505-LUUPN8X-H1141 -1…2.5 bar rel. 7 bar w097 d468

PS003A-505-LUUPN8X-H1141 0…2.5 bar abs.  7 bar w097 d468

PS010V-505-LUUPN8X-H1141 -1…10 bar rel. 25 bar w097 d468

PS010A-505-LUUPN8X-H1141 0…10 bar abs.  25 bar w097 d468

PS016V-505-LUUPN8X-H1141 -1…16 bar rel. 40 bar w097 d468

PS016A-505-LUUPN8X-H1141 0…16 bar abs.  40 bar w097 d468

PS025V-505-LUUPN8X-H1141 -1…25 bar rel. 65 bar w097 d468

PS025A-505-LUUPN8X-H1141 0…25 bar abs.  65 bar w097 d468

PS040V-505-LUUPN8X-H1141 -1…40 bar rel. 100 bar w097 d468

PS100R-505-LUUPN8X-H1141 0…100 bar rel. 250 bar w097 d468

PS250R-505-LUUPN8X-H1141 0…250 bar rel. 625 bar w097 d468

PS400R-505-LUUPN8X-H1141 0…400 bar rel. 900 bar w097 d468

PS600R-505-LUUPN8X-H1141 0…600 bar rel. 900 bar w097 d468

 

w   Wiring diagrams on page 832 ff   d   Dimension drawing on page  842 ff    a   Accessories on page 772 ff 
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Pressure sensors with display 

PS 500 series - Rotatable version and fl exible process connection
7

G1/2“  – Male – Manometer connection – 2 switching outputs

General data

Operating voltage 15…30 VDC Temperature coeffi  cient 

zero point Tk0

0.15% of full scale / 10 K

Protection type and class IP67 / III Temperature coeffi  cient 

span TkS

0.15% of full scale / 10 K

Output 1 (PIN 4) switching output or IO-Link 

mode

Medium temperature -40…85 °C

Output 2 (PIN 2) switching output Ambient temperature -40…80 °C

Output function ©/¨ , pnp/npn Housing material stainless-steel/

plastic, 1.4305 (AISI 303)/PC

Switching point accuracy 0.5 % of full scale material pressure 

element

ceramics Al2O3

Repeatability 0.1 % of full scale Sealing material FPM

Switching frequency 180 Hz Electrical connection connector, M12 x 1

Response time 3 ms Mechanical connection G 1/2‘‘ male threaded ma-

nometer acc. to DIN 3852-E

Types and data – selection table

Type Measuring range Admissible overpressure

PS001R-508-2UPN8X-H1141 0…1 bar rel. 3 bar w095 d469

PS001V-508-2UPN8X-H1141 -1…1 bar rel. 3 bar w095 d469

PS01VR-508-2UPN8X-H1141 -1…0 bar rel. 3 bar w095 d469

PS001A-508-2UPN8X-H1141 0…1 bar abs.  3 bar w095 d469

PS003V-508-2UPN8X-H1141 -1…2.5 bar rel. 7 bar w095 d469

PS003A-508-2UPN8X-H1141 0…2.5 bar abs.  7 bar w095 d469

PS010V-508-2UPN8X-H1141 -1…10 bar rel. 25 bar w095 d469

PS010A-508-2UPN8X-H1141 0…10 bar abs.  25 bar w095 d469

PS016V-508-2UPN8X-H1141 -1…16 bar rel. 40 bar w095 d469

PS016A-508-2UPN8X-H1141 0…16 bar abs.  40 bar w095 d469

PS025V-508-2UPN8X-H1141 -1…25 bar rel. 65 bar w095 d469

PS025A-508-2UPN8X-H1141 0…25 bar abs.  65 bar w095 d469

PS040V-508-2UPN8X-H1141 -1…40 bar rel. 100 bar w095 d469

PS100R-508-2UPN8X-H1141 0…100 bar rel. 250 bar w095 d469

PS250R-508-2UPN8X-H1141 0…250 bar rel. 625 bar w095 d469

PS400R-508-2UPN8X-H1141 0…400 bar rel. 900 bar w095 d469

PS600R-508-2UPN8X-H1141 0…600 bar rel. 900 bar w095 d469
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Pressure sensors with display 

PS 500 series - Rotatable version and fl exible process connection
7

G1/2“ – Male – Manometer connection – 1 switching and 1 current output

General data

Operating voltage 18…30 VDC Response time 3 ms

Protection type and class IP67 / III Temperature coeffi  cient 

zero point Tk0

0.15% of full scale / 10 K

Output 1 (PIN 4) switching output or IO-Link 

mode

Temperature coeffi  cient 

span TkS

0.15% of full scale / 10 K

Output 2 (PIN 2) analog or switching output Medium temperature -40…85 °C

Output function ©/¨ , pnp/npn Ambient temperature -40…80 °C

Switching point accuracy 0.5 % of full scale Housing material stainless-steel/

plastic, 1.4305 (AISI 303)/PC

Repeatability 0.1 % of full scale material pressure 

element

ceramics Al2O3

Switching frequency 180 Hz Sealing material FPM

Operating range 4…20/ 0…20/ 20…4/ 

20… 0 mA

Electrical connection connector, M12 x 1

Accuracy (Lin. + Hys. + 

Rep.)

0.5% of fi nal value BSL Mechanical connection G 1/2‘‘ male threaded ma-

nometer acc. to DIN 3852-E

Types and data – selection table

Type Measuring range Admissible overpressure

PS001A-508-LI2UPN8X-H1141 0…1 bar abs.  3 bar w096 d469

PS001V-508-LI2UPN8X-H1141 -1…1 bar rel. 3 bar w096 d469

PS01VR-508-LI2UPN8X-H1141 -1…0 bar rel. 3 bar w096 d469

PS001R-508-LI2UPN8X-H1141 0…1 bar rel. 3 bar w096 d469

PS003A-508-LI2UPN8X-H1141 0…2.5 bar abs.  7 bar w096 d469

PS003V-508-LI2UPN8X-H1141 -1…2.5 bar rel. 7 bar w096 d469

PS010A-508-LI2UPN8X-H1141 0…10 bar abs.  25 bar w096 d469

PS010V-508-LI2UPN8X-H1141 -1…10 bar rel. 25 bar w096 d469

PS016A-508-LI2UPN8X-H1141 0…16 bar abs.  40 bar w096 d469

PS016V-508-LI2UPN8X-H1141 -1…16 bar rel. 40 bar w096 d469

PS025A-508-LI2UPN8X-H1141 0…25 bar abs.  65 bar w096 d469

PS025V-508-LI2UPN8X-H1141 -1…25 bar rel. 65 bar w096 d469

PS040V-508-LI2UPN8X-H1141 -1…40 bar rel. 100 bar w096 d469

PS100R-508-LI2UPN8X-H1141 0…100 bar rel. 250 bar w096 d469

PS250R-508-LI2UPN8X-H1141 0…250 bar rel. 625 bar w096 d469

PS600R-508-LI2UPN8X-H1141 0…600 bar rel. 900 bar w096 d469

PS400R-508-LI2UPN8X-H1141 0…400 bar rel. 900 bar w096 d469

 

w   Wiring diagrams on page 832 ff   d   Dimension drawing on page  842 ff    a   Accessories on page 772 ff 
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Pressure sensors with display 

PS 500 series - Rotatable version and fl exible process connection
7

G1/2“ – Male – Manometer connection – 1 switching and 1 current output

General data

Operating voltage 18…30 VDC Response time 3 ms

Protection type and class IP67 / III Temperature coeffi  cient 

zero point Tk0

0.15% of full scale / 10 K

Output 1 (PIN 4) switching output or IO-Link 

mode

Temperature coeffi  cient 

span TkS

0.15% of full scale / 10 K

Output 2 (PIN 2) analogue output Medium temperature -40…85 °C

Output function ©/¨ , pnp/npn Ambient temperature -40…80 °C

Switching point accuracy 0.5 % of full scale Housing material stainless-steel

plastic, 1.4305 (AISI 303)/PC

Repeatability 0.1 % of full scale material pressure 

element

ceramics Al2O3

Switching frequency 180 Hz Sealing material FPM

Voltage output, 

programmable

0…10 V/0…5 V/

1…6 V/10…0 V/

5…0 V/6…1 V

Electrical connection connector, M12 x 1

Accuracy (Lin. + Hys. + 

Rep.)

0.5% of fi nal value BSL Mechanical connection G 1/2‘‘ male threaded ma-

nometer acc. to DIN 3852-E

Types and data – selection table

Type Measuring range Admissible overpressure

PS001A-508-LUUPN8X-H1141 0…1 bar abs.  3 bar w097 d469

PS001V-508-LUUPN8X-H1141 -1…1 bar rel. 3 bar w097 d469

PS001R-508-LUUPN8X-H1141 0…1 bar rel. 3 bar w097 d469

PS01VR-508-LUUPN8X-H1141 -1…0 bar rel. 3 bar w097 d469

PS003A-508-LUUPN8X-H1141 0…2.5 bar abs.  7 bar w097 d469

PS003V-508-LUUPN8X-H1141 -1…2.5 bar rel. 7 bar w097 d469

PS010A-508-LUUPN8X-H1141 0…10 bar abs.  25 bar w097 d469

PS010V-508-LUUPN8X-H1141 -1…10 bar rel. 25 bar w097 d469

PS016A-508-LUUPN8X-H1141 0…16 bar abs.  40 bar w097 d469

PS016V-508-LUUPN8X-H1141 -1…16 bar rel. 40 bar w097 d469

PS025A-508-LUUPN8X-H1141 0…25 bar abs.  65 bar w097 d469

PS025V-508-LUUPN8X-H1141 -1…25 bar rel. 65 bar w097 d469

PS040V-508-LUUPN8X-H1141 -1…40 bar rel. 100 bar w097 d469

PS100R-508-LUUPN8X-H1141 0…100 bar rel. 250 bar w097 d469

PS250R-508-LUUPN8X-H1141 0…250 bar rel. 625 bar w097 d469

PS600R-508-LUUPN8X-H1141 0…600 bar rel. 900 bar w097 d469

PS400R-508-LUUPN8X-H1141 0…400 bar rel. 900 bar w097 d469
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Pressure sensors with display 

PS 500 series - Rotatable version and fl exible process connection
7

R1/4“ – Male – 2 switching outputs

General data

Operating voltage 15…30 VDC Temperature coeffi  cient 

zero point Tk0

0.15% of full scale / 10 K

Protection type and class IP67 / III Temperature coeffi  cient 

span TkS

0.15% of full scale / 10 K

Output 1 (PIN 4) switching output or IO-Link 

mode

Medium temperature -40…85 °C

Output 2 (PIN 2) switching output Ambient temperature -40…80 °C

Output function ©/¨ , pnp/npn Housing material stainless-steel/

plastic, 1.4305 (AISI 303)/PC

Switching point accuracy 0.5 % of full scale material pressure 

element

ceramics Al2O3

Repeatability 0.1 % of full scale Sealing material FPM

Switching frequency 180 Hz Electrical connection connector, M12 x 1

Response time 3 ms Mechanical connection R1/4‘‘ female thread per 

DIN 2999

Types and data – selection table

Type Measuring range Admissible overpressure

PS001R-510-2UPN8X-H1141 0…1 bar rel. 3 bar w095 d470

PS001V-510-2UPN8X-H1141 -1…1 bar rel. 3 bar w095 d470

PS01VR-510-2UPN8X-H1141 -1…0 bar rel. 3 bar w095 d470

PS001A-510-2UPN8X-H1141 0…1 bar abs.  3 bar w095 d470

PS003V-510-2UPN8X-H1141 -1…2.5 bar rel. 7 bar w095 d470

PS003A-510-2UPN8X-H1141 0…2.5 bar abs.  7 bar w095 d470

PS010V-510-2UPN8X-H1141 -1…10 bar rel. 25 bar w095 d470

PS010A-510-2UPN8X-H1141 0…10 bar abs.  25 bar w095 d470

PS016V-510-2UPN8X-H1141 -1…16 bar rel. 40 bar w095 d470

PS016A-510-2UPN8X-H1141 0…16 bar abs.  40 bar w095 d470

PS025V-510-2UPN8X-H1141 -1…25 bar rel. 65 bar w095 d470

PS025A-510-2UPN8X-H1141 0…25 bar abs.  65 bar w095 d470

PS040V-510-2UPN8X-H1141 -1…40 bar rel. 100 bar w095 d470

PS100R-510-2UPN8X-H1141 0…100 bar rel. 250 bar w095 d470

PS250R-510-2UPN8X-H1141 0…250 bar rel. 625 bar w095 d470

PS400R-510-2UPN8X-H1141 0…400 bar rel. 900 bar w095 d470

PS600R-510-2UPN8X-H1141 0…600 bar rel. 900 bar w095 d470

 

w   Wiring diagrams on page 832 ff   d   Dimension drawing on page  842 ff    a   Accessories on page 772 ff 
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Pressure sensors with display 

PS 500 series - Rotatable version and fl exible process connection
7

R1/4“ – Male – 1 switching and 1 current output

General data

Operating voltage 18…30 VDC Response time 3 ms

Protection type and class IP67 / III Temperature coeffi  cient 

zero point Tk0

0.15% of full scale / 10 K

Output 1 (PIN 4) switching output or IO-Link 

mode

Temperature coeffi  cient 

span TkS

0.15% of full scale / 10 K

Output 2 (PIN 2) analog or switching output Medium temperature -40…85 °C

Output function ©/¨ , pnp/npn Ambient temperature -40…80 °C

Switching point accuracy 0.5 % of full scale Housing material stainless-steel/

plastic, 1.4305 (AISI 303)/PC

Repeatability 0.1 % of full scale material pressure 

element

ceramics Al2O3

Switching frequency 180 Hz Sealing material FPM

Operating range 4…20/ 0…20/ 20…4/ 

20… 0 mA

Electrical connection connector, M12 x 1

Accuracy (Lin. + Hys. + 

Rep.)

0.5% of fi nal value BSL Mechanical connection R1/4‘‘ female thread per 

DIN 2999

Types and data – selection table

Type Measuring range Admissible overpressure

PS001A-510-LI2UPN8X-H1141 0…1 bar abs.  3 bar w096 d470

PS001V-510-LI2UPN8X-H1141 -1…1 bar rel. 3 bar w096 d470

PS001R-510-LI2UPN8X-H1141 0…1 bar rel. 3 bar w096 d470

PS01VR-510-LI2UPN8X-H1141 -1…0 bar rel. 3 bar w096 d470

PS003A-510-LI2UPN8X-H1141 0…2.5 bar abs.  7 bar w096 d470

PS003V-510-LI2UPN8X-H1141 -1…2.5 bar rel. 7 bar w096 d470

PS010A-510-LI2UPN8X-H1141 0…10 bar abs.  25 bar w096 d470

PS010V-510-LI2UPN8X-H1141 -1…10 bar rel. 25 bar w096 d470

PS016A-510-LI2UPN8X-H1141 0…16 bar abs.  40 bar w096 d470

PS016V-510-LI2UPN8X-H1141 -1…16 bar rel. 40 bar w096 d470

PS025A-510-LI2UPN8X-H1141 0…25 bar abs.  65 bar w096 d470

PS025V-510-LI2UPN8X-H1141 -1…25 bar rel. 65 bar w096 d470

PS040V-510-LI2UPN8X-H1141 -1…40 bar rel. 100 bar w096 d470

PS100R-510-LI2UPN8X-H1141 0…100 bar rel. 250 bar w096 d470

PS250R-510-LI2UPN8X-H1141 0…250 bar rel. 625 bar w096 d470

PS600R-510-LI2UPN8X-H1141 0…600 bar rel. 900 bar w096 d470

PS400R-510-LI2UPN8X-H1141 0…400 bar rel. 900 bar w096 d470
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Pressure sensors with display 

PS 500 series - Rotatable version and fl exible process connection
7

R1/4“ – Male – 1 switching and 1 voltage output

General data

Operating voltage 18…30 VDC Response time 3 ms

Protection type and class IP67 / III Temperature coeffi  cient 

zero point Tk0

0.15% of full scale / 10 K

Output 1 (PIN 4) switching output or IO-Link 

mode

Temperature coeffi  cient 

span TkS

0.15% of full scale / 10 K

Output 2 (PIN 2) analogue output Medium temperature -40…85 °C

Output function ©/¨ , pnp/npn Ambient temperature -40…80 °C

Switching point accuracy 0.5 % of full scale Housing material stainless-steel/

plastic, 1.4305 (AISI 303)/PC

Repeatability 0.1 % of full scale material pressure 

element

ceramics Al2O3

Switching frequency 180 Hz Sealing material FPM

Voltage output, 

programmable

0…10 V/0…5 V/

1…6 V/10…0 V/

5…0 V/6…1 V

Electrical connection connector, M12 x 1

Accuracy (Lin. + Hys. + 

Rep.)

0.5% of fi nal value BSL Mechanical connection R1/4‘‘ female thread per 

DIN 2999

Types and data – selection table

Type Measuring range Admissible overpressure

PS01VR-510-LUUPN8X-H1141 -1…0 bar rel. 3 bar w097 d470

PS001R-510-LUUPN8X-H1141 0…1 bar rel. 3 bar w097 d470

PS001V-510-LUUPN8X-H1141 -1…1 bar rel. 3 bar w097 d470

PS001A-510-LUUPN8X-H1141 0…1 bar abs.  3 bar w097 d470

PS003V-510-LUUPN8X-H1141 -1…2.5 bar rel. 7 bar w097 d470

PS003A-510-LUUPN8X-H1141 0…2.5 bar abs.  7 bar w097 d470

PS010V-510-LUUPN8X-H1141 -1…10 bar rel. 25 bar w097 d470

PS010A-510-LUUPN8X-H1141 0…10 bar abs.  25 bar w097 d470

PS016V-510-LUUPN8X-H1141 -1…16 bar rel. 40 bar w097 d470

PS016A-510-LUUPN8X-H1141 0…16 bar abs.  40 bar w097 d470

PS025V-510-LUUPN8X-H1141 -1…25 bar rel. 65 bar w097 d470

PS025A-510-LUUPN8X-H1141 0…25 bar abs.  65 bar w097 d470

PS040V-510-LUUPN8X-H1141 -1…40 bar rel. 100 bar w097 d470

PS100R-510-LUUPN8X-H1141 0…100 bar rel. 250 bar w097 d470

PS250R-510-LUUPN8X-H1141 0…250 bar rel. 625 bar w097 d470

PS400R-510-LUUPN8X-H1141 0…400 bar rel. 900 bar w097 d470

PS600R-510-LUUPN8X-H1141 0…600 bar rel. 900 bar w097 d470

 

w   Wiring diagrams on page 832 ff   d   Dimension drawing on page  842 ff    a   Accessories on page 772 ff 
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Pressure sensors with display 

PS 500 series - Rotatable version and fl exible process connection
7

R1/4“ – Female – 2 switching outputs

General data

Operating voltage 15…30 VDC Temperature coeffi  cient 

zero point Tk0

0.15% of full scale / 10 K

Protection type and class IP67 / III Temperature coeffi  cient 

span TkS

0.15% of full scale / 10 K

Output 1 (PIN 4) switching output or IO-Link 

mode

Medium temperature -40…85 °C

Output 2 (PIN 2) switching output Ambient temperature -40…80 °C

Output function ©/¨ , pnp/npn Housing material stainless-steel/

plastic, 1.4305 (AISI 303)/PC

Switching point accuracy 0.5 % of full scale material pressure 

element

ceramics Al2O3

Repeatability 0.1 % of full scale Sealing material FPM

Switching frequency 180 Hz Electrical connection connector, M12 x 1

Response time 3 ms Mechanical connection R1/4‘‘ female thread per 

DIN 2999

Types and data – selection table

Type Measuring range Admissible overpressure

PS001R-511-2UPN8X-H1141 0…1 bar rel. 3 bar w095 d471

PS001V-511-2UPN8X-H1141 -1…1 bar rel. 3 bar w095 d471

PS01VR-511-2UPN8X-H1141 -1…0 bar rel. 3 bar w095 d471

PS001A-511-2UPN8X-H1141 0…1 bar abs.  3 bar w095 d471

PS003V-511-2UPN8X-H1141 -1…2.5 bar rel. 7 bar w095 d471

PS003A-511-2UPN8X-H1141 0…2.5 bar abs.  7 bar w095 d471

PS010V-511-2UPN8X-H1141 -1…10 bar rel. 25 bar w095 d471

PS010A-511-2UPN8X-H1141 0…10 bar abs.  25 bar w095 d471

PS016V-511-2UPN8X-H1141 -1…16 bar rel. 40 bar w095 d471

PS016A-511-2UPN8X-H1141 0…16 bar abs.  40 bar w095 d471

PS025V-511-2UPN8X-H1141 -1…25 bar rel. 65 bar w095 d471

PS025A-511-2UPN8X-H1141 0…25 bar abs.  65 bar w095 d471

PS040V-511-2UPN8X-H1141 -1…40 bar rel. 100 bar w095 d471

PS100R-511-2UPN8X-H1141 0…100 bar rel. 250 bar w095 d471

PS250R-511-2UPN8X-H1141 0…250 bar rel. 625 bar w095 d471

PS400R-511-2UPN8X-H1141 0…400 bar rel. 900 bar w095 d471

PS600R-511-2UPN8X-H1141 0…600 bar rel. 900 bar w095 d471

 

508 Hans Turck GmbH & Co. KG ■ Tel. +49 (2 08) 49 52-0 ■ Fax +49 (208) 49 52-264



Pr
es

su
re

 
se

ns
or

s

Pressure sensors with display 

PS 500 series - Rotatable version and fl exible process connection
7

R1/4“ – Female – 1 switching and 1 current output

General data

Operating voltage 18…30 VDC Response time 3 ms

Protection type and class IP67 / III Temperature coeffi  cient 

zero point Tk0

0.15% of full scale / 10 K

Output 1 (PIN 4) switching output or IO-Link 

mode

Temperature coeffi  cient 

span TkS

0.15% of full scale / 10 K

Output 2 (PIN 2) analog or switching output Medium temperature -40…85 °C

Output function ©/¨ , pnp/npn Ambient temperature -40…80 °C

Switching point accuracy 0.5 % of full scale Housing material stainless-steel/

plastic, 1.4305 (AISI 303)/PC

Repeatability 0.1 % of full scale material pressure 

element

ceramics Al2O3

Switching frequency 180 Hz Sealing material FPM

Operating range 4…20/ 0…20/ 20…4/ 

20… 0 mA

Electrical connection connector, M12 x 1

Accuracy (Lin. + Hys. + 

Rep.)

0.5% of fi nal value BSL Mechanical connection R1/4‘‘ female thread per 

DIN 2999

Types and data – selection table

Type Measuring range Admissible overpressure

PS001A-511-LI2UPN8X-H1141 0…1 bar abs.  3 bar w096 d471

PS001V-511-LI2UPN8X-H1141 -1…1 bar rel. 3 bar w096 d471

PS001R-511-LI2UPN8X-H1141 0…1 bar rel. 3 bar w096 d471

PS01VR-511-LI2UPN8X-H1141 -1…0 bar rel. 3 bar w096 d471

PS003A-511-LI2UPN8X-H1141 0…2.5 bar abs.  7 bar w096 d471

PS003V-511-LI2UPN8X-H1141 -1…2.5 bar rel. 7 bar w096 d471

PS010A-511-LI2UPN8X-H1141 0…10 bar abs.  25 bar w096 d471

PS010V-511-LI2UPN8X-H1141 -1…10 bar rel. 25 bar w096 d471

PS016A-511-LI2UPN8X-H1141 0…16 bar abs.  40 bar w096 d471

PS016V-511-LI2UPN8X-H1141 -1…16 bar rel. 40 bar w096 d471

PS025A-511-LI2UPN8X-H1141 0…25 bar abs.  65 bar w096 d471

PS025V-511-LI2UPN8X-H1141 -1…25 bar rel. 65 bar w096 d471

PS040V-511-LI2UPN8X-H1141 -1…40 bar rel. 100 bar w096 d471

PS100R-511-LI2UPN8X-H1141 0…100 bar rel. 250 bar w096 d471

PS250R-511-LI2UPN8X-H1141 0…250 bar rel. 625 bar w096 d471

PS600R-511-LI2UPN8X-H1141 0…600 bar rel. 900 bar w096 d471

PS400R-511-LI2UPN8X-H1141 0…400 bar rel. 900 bar w096 d471

 

w   Wiring diagrams on page 832 ff   d   Dimension drawing on page  842 ff    a   Accessories on page 772 ff 
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Pressure sensors with display 

PS 500 series - Rotatable version and fl exible process connection
7

R1/4“ – Female – 1 switching and 1 voltage output

General data

Operating voltage 18…30 VDC Response time 3 ms

Protection type and class IP67 / III Temperature coeffi  cient 

zero point Tk0

0.15% of full scale / 10 K

Output 1 (PIN 4) switching output or IO-Link 

mode

Temperature coeffi  cient 

span TkS

0.15% of full scale / 10 K

Output 2 (PIN 2) analogue output Medium temperature -40…85 °C

Output function ©/¨ , pnp/npn Ambient temperature -40…80 °C

Switching point accuracy 0.5 % of full scale Housing material stainless-steel/

plastic, 1.4305 (AISI 303)/PC

Repeatability 0.1 % of full scale material pressure 

element

ceramics Al2O3

Switching frequency 180 Hz Sealing material FPM

Voltage output, 

programmable

0…10 V/0…5 V/

1…6 V/10…0 V/

5…0 V/6…1 V

Electrical connection connector, M12 x 1

Accuracy (Lin. + Hys. 

+ Rep.)

0.5% of fi nal value BSL Mechanical connection R1/4‘‘ female thread per 

DIN 2999

Types and data – selection table

Type Measuring range Admissible overpressure

PS01VR-511-LUUPN8X-H1141 -1…0 bar rel. 3 bar w097 d471

PS001R-511-LUUPN8X-H1141 0…1 bar rel. 3 bar w097 d471

PS001V-511-LUUPN8X-H1141 -1…1 bar rel. 3 bar w097 d471

PS001A-511-LUUPN8X-H1141 0…1 bar abs.  3 bar w097 d471

PS003V-511-LUUPN8X-H1141 -1…2.5 bar rel. 7 bar w097 d471

PS003A-511-LUUPN8X-H1141 0…2.5 bar abs.  7 bar w097 d471

PS010V-511-LUUPN8X-H1141 -1…10 bar rel. 25 bar w097 d471

PS010A-511-LUUPN8X-H1141 0…10 bar abs.  25 bar w097 d471

PS016V-511-LUUPN8X-H1141 -1…16 bar rel. 40 bar w097 d471

PS016A-511-LUUPN8X-H1141 0…16 bar abs.  40 bar w097 d471

PS025V-511-LUUPN8X-H1141 -1…25 bar rel. 65 bar w097 d471

PS025A-511-LUUPN8X-H1141 0…25 bar abs.  65 bar w097 d471

PS040V-511-LUUPN8X-H1141 -1…40 bar rel. 100 bar w097 d471

PS100R-511-LUUPN8X-H1141 0…100 bar rel. 250 bar w097 d471

PS250R-511-LUUPN8X-H1141 0…250 bar rel. 625 bar w097 d471

PS400R-511-LUUPN8X-H1141 0…400 bar rel. 900 bar w097 d471

PS600R-511-LUUPN8X-H1141 0…600 bar rel. 900 bar w097 d471
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Pressure sensors with display 

PS 500 series - Rotatable version and fl exible process connection
7

w   Wiring diagrams on page 832 ff   d   Dimension drawing on page  842 ff    a   Accessories on page 772 ff 
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