
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

 

 

 

 

     فونیکس کنتاکت PLCرله 

 تکنیک صنعت

https://tecsanat.ir/%D8%B1%D9%84%D9%87-phoenix-%D9%85%D8%AF%D9%84-plc-bsc-24dc21/


باریککنترل و سوئیچینگ بسیار فشرده و فوق    

 

در بازار ماژول منطقی، سیستم رله منطقی پی ال سی اولین سیستمی   

وح اتصال منطق، رابط و میدان را در یک راه حل واحد است که سط

ترکیب می کند. این بدان معناست که شما می توانید سیگنال های 

ورودی/خروجی را با استفاده از یک سیستم فشرده تغییر دهید و کنترل 

صورت نیاز می توانید ماژول منطقی پی ال سی جدید را با رله  کنید. در

 های پلاگین مربوطه ترکیب کنید

 ساختار مدولار تعداد زیادی از برنامه ها را باز می کند

 
 

 
 
 
 

 
 
 
 

 
 
 
 

 
 
 
 

 
 
 
 

 
 
 

 
 
 
 

 
 
 
 

 
 
 



 IN 1  

 IN 2   & 

 IN 3     ≥ 

 OUT 10 

 OUT 12 

 OUT 14 

  در یک نگاه PLCمزیت های رله    
 
 

دهید و از مزایای رله های پلاگین بهره مند شوید. با کارهای کوچک اتوماسیون را انجام 

 کمک نرم افزار می توانید پروژه های خود را به سرعت پیاده سازی کنید

 
 
 
 
 
 
 

 کنترل بسیار فشرده و فوق باریک

 
 
 

 
 
 
 

 
 
 
 

 سوئیچینگ بسیار فشرده

سیگنال های ورودی/خروجی خود را روی 

متر با استفاده از میلی  50عرض طراحی فقط 

 باریک تغییر دهید

میلی متری 6.2ماژول های رله   

 

 اجرای آسان پروژه

این ک نرم افزار ویژه است که به 

شما امکان می دهد پروژه های خود 

 را به سرعت پیاده سازی کنید

 
 

 
 

 

 نصب و ترکیب انعطاف پذیر

 از انواع مختلف رله و کنتاکت ها با توجه به نیازهای سوئیچینگ شما

 
 

 در دسترس بودن سیستم بالا

 به لطف عناصر سوئیچینگ پلاگین

 
 

 
 
 
 

 
 
 
 

 

 



در ماژول های معمولی، سیم کشی 

زمان بر است. برای ماژول پیچیده و 

جلوگیری از مضرات رله های لحیم 

 کاری دائمی، اضافی

ماژول های رله اغلب در جلوی 

ورودی ها و خروجی ها استفاده می 

 .شوند

 

24 V DC 
 

 
L+   M   I 1    I2     I3    I4    I5    I6    I7    I 8  

 ورودی
ESC    OK 

1          2            1          2            1          2            1        2         

Q1   M         Q 2   M          Q 3   M          Q4    M  24 V DC 
 
 
 

P LC - V8C / SC - 24D C / B M  

O rd. - N o. :  2 9 0 3 09 4  

رله پی ال سی جایگزین دستگاه های 

سوئیچینگ و کنترل معمولی می شود 

نیاز را کاهش می و سیم کشی مورد 

 دهد

 O   O   O   O    سطح رابط

U   U   U    U 

T T T T 

 سطح نهایی
1 2   3   4   5   6   7   8 

 رله پی ال سی سیم کشی معمولی
 

پی ال سی رلهسیمکشی ساده با   

 

پی ال سی نقاط قوت فناوری رله را با توابع منطقی  رله

های منطقی معمولی، طراحی ترکیب می کند. برخلاف ماژول

های رله، پیکربندی خاص کانال را مدولار با انواع ماژول

سازد. در سمت میدان، سنسورها و محرک ها می ممکن می

 .توانند مستقیماً به رله متصل شوند

 
 
 

 
 
 

 
 
 
 

 

  کاهش شدید هزینه های سیمکشی در برق صنعتی با استفاده از رله پی ال سی   
 

 
 
 
 

 
 
 
 

 
 
 
 

 
  
 
 

 
 
 
 

 
 
 
 

 

سی فونیکس کنتاکتمزیت های رله پی ال   

 سیمکشی سریع و آسان •

 نصب آسان •

 صرفه جویی در مکان و هزینه ها •

الکتریکی ایزوله های خروجی و ها ورودی •  

 
  

   
  

   
   

   
   

   
   

   
  

24
V  

 

  
   

  
   

   
   

   
   

   
   

  
0V

   
    

   
   

   
   

   
    

   
   

  

IN
0 

IN
1 

IN
2 

IN
3 

IN
4 

IN
5 

IN
6 

IN
7 

P
W

R
 

D
A

T 

E
R

R
 

IN
0 

IN
1 

IN
2 

IN
3 

IN
4 

IN
5 

IN
6 

IN
7
 



 
 
 
 

 
 
 
 

 
 
 
 

 
 
 
 

 
 
 
 

 
 
 
 

 
 
 
 

 
 
 
 

 
 
 

 

 اتصال سریع برای سنسورها و محرک ها

برای اتصال مستقیم هادی منبع تغذیه و برگشت از 

نسخه های حسگر و محرک بهره مند شوید. همچنین 

می توانید از پل های بالقوه پلاگین برای به حداقل 

 رساندن نیازهای سیم کشی خود استفاده کنید

با استفاده از این نسخه ها در زمان و هزینه صرفه 

جویی کنید زیرا به بلوک ترمینال بالقوه اضافی نیاز 

 ندارید

 
 

 
 
 
 

 
 
 



 
 
 
 

 
 
 
 

 
 
 
 

 
 
 
 

 
 
 
 

 
 
 
 

 
 
 
 

 
 
 
 

 
 
 

 

با اتصال آسان و سریع به 
 سایر تجهیزات

 
 
 
 

 
 
 
 

 

 

فونیکس کنتاکت



 
 

 
 
 
 

 
 
 
 

 
 
 
 
 
 
 
 
 

 
 
 

 
 

 

 تکنیک صنعت

 
 
 
 

 

 

 

 

 

 

 

 

 

 
 
 
 

 
 
 
 

 
 
 

 
همیشه به روز، همیشه در دسترس شماست. در 

اینجا همه چیز را در مورد محصولات برق 

 صنعتی، راه حل ها و خدمات ما پیدا خواهید کرد
 

https://tecsanat.ir 

https://roozinab.com/
https://tecsanat.ir/
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Relay socket - PLC-BSC- 24DC/21 - 2966016
Please be informed that the data shown in this PDF Document is generated from our Online Catalog. Please find the complete data in the user's
documentation. Our General Terms of Use for Downloads are valid
(http://download.phoenixcontact.com)

6.2 mm PLC basic terminal blocks with screw connection, 24 V DC input voltage (without relay or optocoupler)

     
Key commercial data
Packing unit 1 PCE

GTIN

Custom tariff number 85369010

Country of origin GERMANY

Technical data

Note:

Utilization restriction EMC: class A product, see manufacturer's declaration in the download
area

Dimensions
Width 6.2 mm

Height 80 mm

Depth 94 mm

Ambient conditions
Ambient temperature (operation) -40 °C ... 60 °C

Ambient temperature (storage/transport) -40 °C ... 85 °C

Input data
Nominal input voltage UN 24 V DC

Status display LED

https://www.phoenixcontact.com/us/products/2966016
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Relay socket - PLC-BSC- 24DC/21 - 2966016
Technical data

Input data
Protective circuit Damping diode, polarity protection diode

Connection data
Conductor cross section solid min. 0.14 mm²

Conductor cross section solid max. 2.5 mm²

Conductor cross section stranded min. 0.14 mm²

Conductor cross section stranded max. 2.5 mm²

Conductor cross section AWG/kcmil min. 26

Conductor cross section AWG/kcmil max 14

Connection method Screw connection

Stripping length 8 mm

Screw thread M3

General
Color green

Operating mode 100% operating factor

Inflammability class according to UL 94 V0

Mounting position Any

Assembly instructions In rows with zero spacing

Classifications

eCl@ss

eCl@ss 4.0 27371102

eCl@ss 4.1 27371102

eCl@ss 5.0 27371603

eCl@ss 5.1 27371603

eCl@ss 6.0 27371603

eCl@ss 7.0 27371603

eCl@ss 8.0 27371603

ETIM

ETIM 2.0 EC001456

ETIM 3.0 EC001456

ETIM 4.0 EC001456

ETIM 5.0 EC001456

UNSPSC

UNSPSC 6.01 30211917

https://www.phoenixcontact.com/us/products/2966016
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Relay socket - PLC-BSC- 24DC/21 - 2966016
Classifications

UNSPSC
UNSPSC 7.0901 39121516

UNSPSC 11 39121516

UNSPSC 12.01 39121516

UNSPSC 13.2 39121516

Approvals

Approvals

Approvals

UL Recognized / cUL Recognized / GOST / GL / cULus Recognized

Ex Approvals

Approvals submitted

Approval details

UL Recognized 

cUL Recognized 

GOST 

GL 

cULus Recognized 

https://www.phoenixcontact.com/us/products/2966016
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Relay socket - PLC-BSC- 24DC/21 - 2966016
Accessories

Accessories

Assembly

DIN rail - NS 35/ 7,5 V2A UNPERF 2000MM - 0801377

DIN rail, Width: 35 mm, Height: 7.5 mm, Length: 2000 mm, Color: silver
 
 

DIN rail perforated - NS 35/ 7,5 PERF 2000MM - 0801733

DIN rail, material: steel galvanized and passivated with a thick layer, perforated, height 7.5 mm, width 35 mm, length:
2000 mm

 
 

DIN rail - NS 35/ 7,5 CU UNPERF 2000MM - 0801762

DIN rail, material: Copper, unperforated, height 7.5 mm, width 35 mm, length: 2 m
 
 

DIN rail - NS 35/15 UNPERF 2000MM - 1201714

DIN rail, material: Steel, unperforated, height 15 mm, width 35 mm, length: 2 m
 
 

DIN rail - NS 35/15 CU UNPERF 2000MM - 1201895

DIN rail, material: Copper, unperforated, 1.5 mm thick, height 15 mm, width 35 mm, length: 2 m
 
 

https://www.phoenixcontact.com/us/products/2966016
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Relay socket - PLC-BSC- 24DC/21 - 2966016
Accessories

DIN rail - NS 35/15-2,3 UNPERF 2000MM - 1201798

DIN rail, material: Steel, unperforated, 2.3 mm thick, height 15 mm, width 35 mm, length: 2 m
 
 

DIN rail, unperforated - NS 35/15 AL UNPERF 2000MM - 1201756

DIN rail, deep drawn, high profile, unperforated, 1.5 mm thick, material: aluminum, height 15 mm, width 35 mm, length
2000 mm

 
 

DIN rail perforated - NS 35/15 PERF 2000MM - 1201730

DIN rail, material: steel galvanized and passivated with a thick layer, perforated, height 15 mm, width 35 mm, length:
2000 mm

 
 

DIN rail - NS 35/ 7,5 UNPERF 2000MM - 0801681

DIN rail, material: Steel, unperforated, height 7.5 mm, width 35 mm, length: 2 m
 
 

Separating plate - PLC-ATP BK - 2966841

Separating plate, 2 mm thick, required at the start and end of a PLC terminal strip. Furthermore, it is used for: visual
separation of groups, safe isolation of different voltages of neighboring PLC relays in acc. with DIN VDE 0106-101,
isolation

 
 

Bridges

https://www.phoenixcontact.com/us/products/2966016
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Relay socket - PLC-BSC- 24DC/21 - 2966016
Accessories

Continuous plug-in bridge - FBST 500-PLC RD - 2966786

Continuous plug-in bridge, Length: 500 mm, Color: red
 
 

Continuous plug-in bridge - FBST 500-PLC BU - 2966692

Continuous plug-in bridge, Length: 500 mm, Color: blue
 
 

Continuous plug-in bridge - FBST 500-PLC GY - 2966838

Continuous plug-in bridge, Length: 500 mm, Color: gray
 
 

Single plug-in bridge - FBST 6-PLC RD - 2966236

Single plug-in bridge, Length: 6 mm, Number of positions: 2, Color: red
 
 

Single plug-in bridge - FBST 6-PLC BU - 2966812

Single plug-in bridge, Length: 6 mm, Number of positions: 2, Color: blue
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Relay socket - PLC-BSC- 24DC/21 - 2966016
Accessories

Single plug-in bridge - FBST 6-PLC GY - 2966825

Single plug-in bridge, Length: 6 mm, Number of positions: 2, Color: gray
 
 

Single plug-in bridge - FBST 8-PLC GY - 2967688

Single plug-in bridge, Length: 8 mm, Number of positions: 2, Color: gray
 
 

Marking

Zack marker strip - ZB 6:UNBEDRUCKT - 1051003

Zack marker strip, Strip, white, Unlabeled, Can be labeled with: Plotter, Mounting type: Snap into tall marker groove, For
terminal block width: 6.2 mm, Lettering field: 6.15 x 10.5 mm

 
 

Zack marker strip - ZB 6,LGS:FORTL.ZAHLEN - 1051016

Zack marker strip, Strip, white, labeled, Can be labeled with: Plotter, Printed horizontally: Consecutive numbers 1 - 10, 11
- 20, etc. up to 491 - 500, Mounting type: Snap into tall marker groove, For terminal block width: 6.2 mm, Lettering field:
6.15 x 10.5 mm

 
 

Zack marker strip - ZB 6/WH-100:UNBEDRUCKT - 5060935

Zack marker strip, Strip, white, Unlabeled, Can be labeled with: Plotter, Mounting type: Snap into tall marker groove, For
terminal block width: 6.2 mm, Lettering field: 6.15 x 10.5 mm
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Relay socket - PLC-BSC- 24DC/21 - 2966016
Accessories

Power terminal block

Power terminal block - PLC-ESK GY - 2966508

Power terminal block, for the input of up to four potentials, for mounting on NS 35/7.5
 
 

Tools

Screwdriver - SZF 1-0,6X3,5 - 1204517

Actuation tool, for ST terminal blocks, also suitable for use as a bladed screwdriver, size: 0.6 x 3.5 x 100 mm, 2-
component grip, with non-slip grip

 
 

Required add-on products

Single relay - REL-MR- 24DC/21 - 2961105

Pluggable miniature relays, with power contact, 1 PDT, input voltage 24 V DC
 
 

Single relay - REL-MR- 24DC/21AU - 2961121

Pluggable miniature relays, with multi-layer contact, 1 PDT, input voltage 24 V DC
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Relay socket - PLC-BSC- 24DC/21 - 2966016
Accessories

Miniature solid-state relay - OPT-24DC/ 24DC/ 2 - 2966595

Plug-in miniature solid-state relay, power solid-state relay, input: 24 V DC, output: 3 - 33 V DC/3 A
 
 

Miniature solid-state relay - OPT-24DC/ 48DC/100 - 2966618

Plug-in miniature solid-state relay, input solid-state relay, input: 24 V DC, output: 3 - 48 V DC/100 mA
 
 

Miniature solid-state relay - OPT-24DC/230AC/ 1 - 2967950

Plug-in miniature solid-state relay, power solid-state relay, input: 24 V DC, output: 24 - 253 V AC/0.75 A
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